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         SMD buzzer refers to the buzzer of the plastic shell, appearance and size of smaller, roll tape packaging, the pin can be flat to the PCB, patch type package is relative to plug-in type is another form of packaging of the buzzer. The product has the advantages of small size, light weight, sound clarity, firm structure, stable quality, high temperature resistance (a wave soldering) save manual welding labor; wherein, the electromagnetic buzzer patch current consumption is relatively large, if you want to use a relatively small current power consumption is to use piezoelectric patch buzzer. The piezoelectric buzzer patch is mainly used in blood glucose meter, blood pressure meter, mobile phone alarm, security, microwave oven, induction cooker, lampblack machine, electric curtain, computer, automobile, electric vehicle, motherboard, a monthly supply of 5 million buzzer, through ISO, IATF certification. If necessary, please contact Miss Zhou, E-mail: Market@wj-lianhua.com



                
          	Model	Product Name	Rated Voltage
(V)	Operating Voltage
(V)	Current Consumption
(mA)	SPL
(dB)	Resonant Frequency
(Hz)	Operating Temperature
(℃)	Weight
(g)	Carton Size
(cm)	Quantity
(pcs)	Gross Weight
(Kg)
	
              [image: SMD Piezo Transducer LPT9018BS]	LPT9018BS-HL-03-4.0-12-R
	3	1～25	≤3	≥65@10cm	4000±500	-40 ～ +105	0.25	42×35.5×36.5	20000	10.5
	
              [image: SMD Transducer LPT1030AS]	LPT1030AS-HL-05-5.2-10-R
	5	1～25	≤5	≥75@10cm	5200±500	-30 ～ +85	0.25	42×35.5×36.5	10000	10.5
	
              [image: Parking Recorder Transducer LPT1109DS]	LPT1109DS-HL-05-4.1-12-R
	5	1～25	≤5	≥70@10cm	4100±500	-40 ～ +105	0.25	34.5×35×36.5	10000	8.6
	
              [image: Mobile Phone Balarm Application Buzzer LPT1230S]	LPT1230S-HL-03-4.0-16-R
	3	1～25	≤3	≥75@10cm	4000±500	-40 ～ +105	0.35	42×35.5×36.5	10000	10
	
              [image: External-Driven Transducer LPT1325S ]	LPT1325S-HL-03-4.1-16-R
	5	1～25	≤5	≥85@10cm	4100±500	-40 ～ +105	0.5	42×35.5×36.5	9000	12.7
	
              [image: 75db Transducer LPT1440S]	LPT1440S-HS-05-4.0-12-R
	5	1～25	≤5	≥75@10cm	4000±500	-30 ～ +85	1.1	44.2×36×36	6000	14.84
	
              [image: SMD Piezo Transducer LPT1625BS]	LPT1625BS-HL-03-4.0-15-R
	3	1～25	≤3	≥75@10cm	4000±500	-40 ～ +105	0.8	44.2×36×36	6000	14.64
	
              [image: AC Transducer LPT1760CS]	LPT1760CS-HS-12-4.0-15-R
	12	1～30	≤12	≥90@10cm	4000±500	-30 ～ +85	1.6	44.2×36×36	4000	14.8
	
              [image: SMD Piezo Transducer LPT2270AS]	LPT2270AS-HS-12-4.0-19-R
	12	1～30	≤12	≥95@10cm	4000±500	-30 ～ +85	2.3	60×36×36	3000	14.78
	
              [image: SMD Piezo Transducer LPT2311AS]	LPT2311AS-HS-12-4.0-19-R
	9	1～30	≤9	≥100@10cm	4000±500	-30 ～ +85	3.3	60×36×36	1800	13.82
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            Factory:NO 58,changsheng road, changhong industrial park,hutang town,wujin district,changzhou city ,jiangsu provice,China

             

            TEL: 86-13775077683

            FAX: 86-519-86702455

            Wechat:szy453676651
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